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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
DIVISION OF WATER

> COMBINED SEWER OVERFLOWS ANNUAL REPORT

SECTION A. GENERAL INSTRUCTIONS: The Combined Sewer Overflows (CSO) Annual Report is consistent with the EPA
CS0 Long-Term Control Policy requiring permitting authorities to report “Measures of Success” of the policy
implementation. Hence, the goal of this report is to obtain information regarding:

1. Compliance with the 15 CS0 Best Management Practices;

2. The condition and operation of the combined sewer system (CSS) components. Most importantly, the end-of-
pipe measures that show trends in the discharge of CSS flows to the receiving water body, such as reduction of
pollutant loadings, the frequency of CSOs, and the duration of CSOs;

3. Receiving water body measures that show trends of the conditions in the water body to which the CS0 occurs;

4. Overall status of the CSO LTCP, if applicable;

5. Key CS0 control accomplishments and design and construction progress in the previous year.

Permittee must complete ALL parts of the form and must attach all supporting documents. Please be aware that this
annual report form template highlights the minimum requirement a permittee is expected to submit. Permittee is
obligated to complete abatement activities to ensure compliance with the Clean Water Act. This report is also consistent
with NYS 6 NYCRR 750-2.1(i). Send your questions about this form to dowinfo@gw.dec.state.ny.us or call 518-402-8111.

This reporting format replaces the previous CSO Annual Report Checklist



PERMITTEE NAME: Wesichester County Department of Environmental Facilities

SECTION B: CSO LTCP GENERAL INFORMATION

SPDES PERMIT NO.: NY- 0026689

€SO Facility:  |/Onkersloint WWTP SPDES Number: | NY- 0026689

Has implementation of the LTCP Phase Il begun? (X Yes (" No

If No: ¢~ Not Approved ~Not Submitted {~Not Required
¢Presumptive ;

LTCP Approach: p (Demonstrative X Both

Briefly Describe LTCP implementation Approach (Attach a Separate Sheet for Detailed Descriptions):

The LTCP was completed and constructed in five phases. The plan involved enlarging the South Yonkers Trunk Sewer, building relief
sewers, raising the CSO regulator weirs to minimize the discharge of pollutants, and convey the maximum amount of combined
sewage to the treatment facilities at the North Yonkers Pump Station, the South Yonkers Screen House, and the Yonkers Joint
Wastewater Treatment Plant. This work has maximized the use of the collection system for storage. The LTCP construction was

completed in 1995. The County is in the Post Construction Monitoring phase of the LTCP.

Update any changes or corrections to the outfalls currently listed in SPDES permit. Indicate if any outfalls have been
closed. Attach extra sheets, if necessary. Also, include a map showing the locations of each outfall. N/A

Outfall # Latitude

Longitude

Receiving Water

Notes

NYDEC CS0 Annual Report

DOW CSO Repon
1.0 (04/2013)



~ PPERMITTEENAME: Westchester County Department of Environmental Facilities

SPDES PERMIT NO.: NY- 0026689

Provide an estimate or actual data on overflow events. If not applicable, describe how C50 abatement is achieved. Use
a separate spreadsheet, if necessary, to report all CSQ outfalls.

No. of overflow events Total Annual CSO Total Annual Volume Capture How is the flow
Cso in the previous year Volume Discharged or Diverted to POTW (MG) estimated or
' Outfall (MG) measured?
#
Last Period |[This Period | Last Period | This Period | Last Period This Period
2017 2018 2017 2018 2017 2018

002 5 5 4.19 20.07 7.48 37.55 Flow Meter
003 16 10 67.27 166.45 204.15 390.58 Flow Meter
008, 010 Not measured*
014, 015 Not measured*
016, 017 Not measured*
018, 021 Not measured*
022, 025 Not measured*
030 Not measured*

TOTAL 21 15 71.46 186.52 211.63 42813 *Regulator outfalls

Collection System Ownership

Collection system is owned and maintained by permittee

X | Portions of collection system is owned and maintained by others

Describe ownership and maintenance responsibilities: Westchester County Department of Environmental
Facilities owns, maintains and operates the wastewater treatment plant, pumping stations, regulators and trunk
sewers in the CSO area. The City of Yonkers owns and operates the combined sewer collection system, catch
[basins, roads and outfall pipes within the CSO area.

Not applicable.

NYDEC CSO Annual Report

DOW CSO Repont
1.0 (04/2013)



PERMITTEE NAME: Westchester County Department of Environmental Facilities =~ SPDES PERMIT NO.: NY- 0026689

Provide detailed explanations why planned milestones for this year were not achieved (attach extra sheels as
necessary):

Not Applicable.

Summarize major projects or milestones planned for upcoming year (attach extra sheets as necessary):

Not Applicable.

Lcertify under penalty of law that this document and all attachments were prepared under my dircction or supervision in accordance with a system designed to
assure that qualified personnel properly gather and evaluate the information submitted Bascd an my inguiry Of the person or persons whomanage the system or
those persons directly responsible for gathering the information, the information submitted is. to the best of my knowledge and beliet true, accurare, and

complete. | am aware that there are significant penalties for submitting false information, induding the possibility of fine and imprisonment for knowing
violations.

fivme on pringy | T ! Marian /:D()MP(—\ Ne, W & , ASE0C, e Nod, Fhons: 11914} 813-5400

Sipnafilre: | pate Fax: _

fﬂ/EW\ ~ \ozlal 20/ (914) 813-5460
NYDEC CSO Annual Report DOW CS0 Repont

1.0 (04:2013)




PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

SECTION C: 15 BEST MANAGEMENT PRACTICES
Check N/A if not required in the permit, consent order, or LTCP:

1. CSO Maintenance/Inspection 6 NYCRR 750-2.8(a)(2) N/A

. . YES NO | N/A
(EPA NMC: Proper Operation and Maintenance) /

Is there a written program for the operation, inspection and maintenance of the C557

X
H

Does the program include procedures for:

All outfalls in the permit

All regulators

Are inspections conducted at |least as freguently as required in the permit (weekly or monthly)?

Are inspections conducted during dry and wet weather?

Do the inspection reports indicate visual inspection, any observed flows, incidence of rain or snowmelt,
condition of equipment, and any work required?

Are inspection reports submitted to the DEC regional office with the monthly operating reports?

Is the written program sufficiently detailed? Indicate which of the following additional components are
included in the plan:

Pump Stations

Sewer cleaning

Sediment removal

FOG removal

Root removal

Are there inter-municipal agreements which require inspection and maintenance?

Are any changes planned in the upcoming year for the agreements to make them more effective?

Is the collection systern mapped using GI5? *Only County owned sewers

Entire system, including manholes and catch basins? * Only County owned structures

[ 3 | | O

In the past year, was significant mapping progress accomplished?

in the upcoming year, is GIS mapping planned?

Is the collection system monitored using 3 SCADA system?

In the past year, was significant progress accomplished in installing or expanding monitoring with
a SCADA system?

In the upcoming year, is installation of a SCADA system planned or being expanded?

Does the municipality have an asset management plan that includes the collection system?*only County Owned

Sl 3 T T T T S Sl T T T TR T T TR T G| T | T T
i Y e | e N I R I R

N | N | A P

Are funds available to carry out the BMP requirements?

BMP 1| CSO Maintenance & Inspections



PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

1. €50 Maintenance/Inspection (continued) YES

2
o

£
P

Are any major equipment purchases planned or expected in the next five years related to the
BMP requirements? If yes, describe below.

Is the pump inventory, including spare parts, adequate for the upcoming year?

Is sufficient staff training available?

Is funding for training adequate and available?

Have any work efforts or problems in the past year resulted in changes in overflows? If yes, describe below,

Fewer events

Less volume

Reduction in floatables, settleable salids or oil and grease discharged

Reduction in industrial pollutants (chemicals)

SHONT T T ) S T

ST T S T T A
a4 O e 4

Improvement in water quality of receiving waterbody l

! In the past year, was the inspection and maintenance program mostly:
reactive (responding to problems) " Reactive (X Proactive
proactive (focusing on preventative maintenance to avoid problems)?

If the program is mostly reactive, describe below any plans to shift the emphasis to prevention.

Westchester County Department of Environmental Facilities owns, maintains and operates the wastewater treatment plant, pumping
stations, regulators and trunk sewers in the CSO area. The City of Yonkers owns and operates the combined sewer collection system,
catch basins, roads and outfall pipes within the CS0 area.

The LTCP was completed and constructed in five phases. The plan involved enlarging the South Yonkers Trunk Sewer, building relief
sewers, raising the CSO regulator weirs to minimize the discharge of pollutants, and convey the maximum amount of combined sewage
to the treatment facilities at the North Yonkers Pump Station, the South Yonkers Screen House, and the Yonkers Joint Wastewater
Treatment Plant. This work has maximized the use of the collection system for storage. The LTCP construction was completed in 1995,
The County is in the Post Construction Monitoring phase of the LTCP.

he County has in place a C.M.0.M. program that includes a program of Sewer Video Inspections. Under this program, all County-
wned sewers were mapped and located using Global Position Satellite equipment. Additionally, all County-owned sewers will be video
nspected over an approximate 10-year cycle, and any cleaning, root removal or repairs are performed as needed based on the results
f the inspection.

he County C.M.0.M. program also includes a program consisting of inspections of the Regulators and Tide Gates. Each Regulator and
ide Gate is visually inspected to ensure proper operation and to maximize flow to the treatment facilities. The inspections occur a

minimum of once per week in accordance with the Yonkers Joint WWTP SPDES permit. If needed, any debris that would hinder proper
peration is removed. In addition, all Regulators and Tide Gates are inspected at the first low tide after a rain event, and any debris
reventing full closure of the Tide Gates is removed.

BMP 1 CS80 Maintenance & Inspections



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.:

NY-0026689

2. Maximum Use of Collection System for Storage
6 NYCRR 750-2.7(f), 750-2.8(a)(2), 750-2.8(a)(5) [ | N/A
{EPA NMC: Maximum Use of Collection System for Storage)

Yes

N/A

Are CS50s minimized, and flow to the treatment plant maximized?

Has the hydraulic capacity of the system been evaluated?

Is there a continuous program of flushing and cleaning to prevent deposition of solids?

| A X

Have regulators and weirs been adjusted to maximize storage without causing service backups?

I

In the past year or the upcoming year, have any changes to structures or procedures been made or
planned that will improve use of the collection system for storage? Describe below.

Tidegates maintenance/repairs/replacement

FOG program

Removal of small systems bottlenecks

Sewer cleaning and sediment removal

Removal of flow obstructions

Regulator or weir adjustment - list locations below

In-line storage: Inflatable dams or sluice gates

Wet Weather Operating Plan

O OOy g cl O

0 [ N I I ™3 N BN

Do the municipalities within the combined sewer system have a water conservation program for
homeowners?

>T—ITT_I_I—I_I_I—I|_|D:|—

In the upcoming year are there any studies, work, or projects planned (other than routine activities) to
improve use of collection system for storage? Describe below.

=

[X

combined sewer collection system, catch basins, roads and outfall pipes within the CSO area.

LTCP.

Westchester County Department of Environmental Facilities owns, maintains and operates the wastewater treatment
plant, pumping stations, regulators and trunk sewers in the CSO area. The City of Yonkers owns and operates the

The LTCP was completed and constructed in five phases. The plan involved enlarging the South Yonkers Trunk Sewer,
building relief sewers, raising the CSO regulator weirs to minimize the discharge of pollutants, and convey the maximum
fmount of comhined sewage to the treatment facilities at the North Yonkers Pump Station, the South Yonkers Screen
House, and the Yonkers Joint Wastewater Treatment Plant. This work has maximized the use of the collection system for
storage. The LTCP construction was completed in 1995. The County is in the Post Construction Monitoring phase of the

BMP | CS0O Maintenance & Inspections



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

3. Industrial Pretreatment s NYCRR 750-2.7(f) and 2.9{a)(4 [Jwa
(EPA NMC: Review and Modify Pretreatment Requirements)

NO

i NfA

| Has the impact on CSOs from nondomestic users that discharge toxic pollutants been evaluated, and steps

taken to minimize such impacts?

~

—

Is there an approved pretreatment or mini-pretreatment program?

|

If there is no pretreatment or min-pretreatment program, are there any nondomestic users? If No to both
of the previous questions, go to BMP 4,

H

Is there an inventory of industrial dischargers? Is the following information included?

Volume of discharge?

Pollutants in discharge?

Are any pollutants classified as “persistent toxics” or bioaccumulative?

Is the location included on the collection system map?

Are there any industrial discharges that could reach €SO outfalls?

If yes, have any industrial dischargers been identified as contributing to a water quality
impairment?

If yes, does the industry have a holding tank or EQ tank to store wastewater prior to discharge to
the collection system?

If yes, does the industry have a written plan to store or hold discharges during rain events?

If yes, has the industry been asked to prepare a written plan to store or hold discharges?

In the past year, have there been negotiations or changes to agreements with industrial dischargers which
will potentially reduce impacts during CSO events? Describe below.

In the upcoming year, are any negotiations or changes to agreements with industrial dischargers planned

' which will potentially reduce impacts during C50 events? Describe below.

B R | | | O A ™" R O et

B3 N1 I | | | NN ™ R AP N |

1 _I_I_I—I_I_IT*I_!_I_IQ_l__I

BMP 3 Industrial Pretreatment




PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026682

4. Maximize Flow to POTW 5 NYCRR 750-2.7(f), 2.8(a)(2), and 2.8(a)(5} [ | N/A

. YES NO N/A
(EPA NMC: Maximum Flow to POTW for Treatment)
In the past year, was the headworks, primary treatment works and disinfection works able to pass the ]Y |_ D
flows specified in the permit for all wet weather flows?
In the past year, was the secondary treatment works able to treat the flows specified in the permit for all |—X I_l I_J
wet weather flows?
If the answer to either of the above questions was No, has a plan and schedule to accomplish this been |_ |— I-_)_(]
submitted to the Department?
In the past year have there been any physical modifications to the collection system which have allowed [ X [
more flow to reach the POTW? Describe below.
Are any physical modifications planned for the upcoming year? ! I |
Are there areas of the collection system, including pump stations, that need additional study to evaluate I_ P‘( l—
capacity, condition, or to determine if illegal connections {i.e. inflow) exist? List below. f
In the past year, have any new problem areas been identified that restrict flow to the plant? List locations l— l-x I—
below.
In the upcoming year, are there plans to address hydraulic restrictions or bottlenecks? [— I_—] |T_'(_]
Pipe replacement 1y 11
Construction of relief sewer [ Il ]
Construction of overflow tank [ [ ]
Pump station improvements [ ] ]
Pump replacement | T [
Weir adjustment ]_ |_ ["
Smoke testing, dye testing to identify illicit connections J [ |_
Other: | T [

Monitoring phase of the LTCP.

Hydraulic conditions in the County owned facilities in the CSO area were addressed in the LTCP construction that was
completed by the year 1995. The LTCP was completed and constructed in five phases. The plan involved enlarging the
South Yonkers Trunk Sewer, building relief sewers, raising the CSO regulator weirs to minimize the discharge of pollutants,
and convey the maximum ameount of combined sewage to the treatment facilities at the North Yonkers Pump Station, the
South Yonkers Screen House, and the Yonkers Joint Wastewater Treatment Plant. This work has maximized the use of the
collection system for storage. The LTCP construction was completed in 1995. The County is in the Post Construction

BMP 4 Maximize Flow to POTW



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

5. Wet Weather Operating Plan (WWOP) s nycrr 750-2.8(a) ﬁ N/A

N/A
(EPA NMC: None) MESE NOR Rod/

Has a WWOP been developed, specifying procedures for unit operations, to maximize treatment during
wet weather events while not diminishing effluent quality or destabilizing treatment upon return to dry
weather operation?

-
n
—

new flow rates or new procedures?

In the past year, did treatment of wet weather flows cause any effluent violations or destabilize treatment |'- [I' ]_

upon return to normal service?

Has the WWOP been developed in accordance with the DEC guidance, “Wet Weather Operating Practices ﬁ |— 5 |_

for POTWSs with Combined Sewers"? If no, describe changes needed. |

Has the WWOP been submitted to the Regional Office and Bureau of Water Permits (Albany) for review ['X' D [

and approval? |

If the collection system or plant has been madified or upgraded, has the WWOP been modified to reflect [— [X [“
-

If yes, has the revised plan been submitted to the Regional Office for approval? !

Does the plan identify the maximum flows through preliminary, primary, secondary treatment, tertiary,
and disinfection units?

-
-
-

In the upcoming year, are changes to the plan expected? ' DT i_ |_

Describe the status or attach a copy of any updated plan:

Updated Plan is attached at the end of this report.

BMP 5 WWOP



PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

6. Prohibition of Dry Weather Overflows 5 nYCRR 750-2.7 and 2.8¢b)(2) [ Jwn/a By No | w/a
(EPA NMC: Eliminate Dry Weather Overfiows)

| T

In the past year, were there any dry weather overflows? If no, skip to BMP 7.

5

=
L
—~

Were all dry weather overflows reported in accordance with 6 NYCRR Part 750-2.7 (incident reporting)?

If dry weather overflows occurred, indicate which procedures or equipment have been improved or
replaced.

Schedule for routine inspections

Capacity, management, operation and maintenance program

Modification of existing or issuance of new inter-municipal agreements

FOG program

Removal of illicit connections

I/l Control program

Leaky tidegates

Adjustment and/or repair of regulators

Pumps

Auxiliary power

Elimination of hydraulic bottlenecks

Adequate dry weather flow capacity at the treatment plant

Other, list below

Has additional staff training been provided?

Has the likelihood of future dry weather overflows been eliminated? 1f not, describe additional
information below.

B ™ L[ N O N RN N
R T T T e 3] <] <] <) <l < T <l <l
T T T el Bed T T R T O O T ]

It is impossible to eliminate the likelihood of future dry weather overflows in the CSO area. It is only possible to minimize the likelihood of oecurrences through the
proper implementation of BMP's.

ere was one dry weather overflow from the Narth Yonkers Pumping Station in 2018. At 3:38 am on November 30, 2018 all pumps at the North Yonkers Pump Station
iled, and the operator on duty was unable to reset the system. It was found that a faulty tank sensor on the seal water system sent a low water alarm which prevented
he pumps from operating. DEF personnel were able to override this alarm signal, and the station went back online at 5:03 am,

Ouring this time, the Combined Sewer Overflow Treatment Facilities activated normally providing partial treatment with disinfection. The discharge began at 4:30 am

nd ended at 5:10 am (7 minutes after the station went back online). 980,000 gallons were discharged to the Hudson River. A notification (NYALERT) was issued at 6:02
m.

Sampling was not performed during this event, as all available personnel were occupied getting the station operatianal. Additional personnel arrived after the event had
lended.

There was one dry weather overflow due to a force main break at the Ludlow Street pumping station on September 24, 2018, At 8:00 am on Monday, 9/24, while making|
daily rounds, the trew cbserved water bubbling in the street. As this coincided with the pump cycles, it was suspected that the farce main had broken. NYALERT was
issued at 9:34 am. Tanker trucks arrived on site at 9:45 am to begin bypassing the station. Our emergency contractor was on site at 10:00 am. Overflow stopped at 10:15
fam, Total discharge: 135 gallons, NYALERT update Issued 11:16 am. The line was repaired and the station put back in service by 8:00 pm.

BMP 6 Prohibition of Dry Weather Overflows



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

7. Control of Floatables and Settleable Solids & nvcrr 750-2.8(0)(4) ] w/a YES no | /A
(EPA NMC: Control of Solid and Floatable Materials in CSOs)
In the past year, did any outfalls discharge floating solids, oil and grease, or solids of sewage
origin? I'x |— I——
Have BMPs been implemented to eliminate or minimize the discharge of floatables and settleable
solids? K [ [

Have any of the following measures been implemented (either existing from previous years, in the past
year]) or will any be implemented in the upcoming year? If significant progress has been made in
implementing these, or if significant improvements have occurred, describe below.

Floatables quantification ]— N/A
I

Booming and skimming of open waters N/A

Source controls (street cleaning, public education, household hazardous waste collection,

solid waste collection, recycling, and/or composting of lawn/leaf/roadkill deer I F.0.G. Public Education

In-line netting [ N/A
Screens [ N/A .
Catch basin hoods [ N/A .
Other (Explain Below): |Swirl Concentrators
:e any changes needed or planned for the upcoming year? Describe additional information below. [ X L |

The South Yonkers Screen House and North Yonkers Pump Station CS0 facilities have swirl concentrators for the control of floatables
and settleable solids. The North Yonkers Pump Station CSO facility has a SPDES permit limit for oil and grease discharges of 40 mg/i
for total oil and grease, 15 mg/l for petroleum oil and grease and no visible sheen from oil and grease from the CSO discharges. No
violations for oil and grease discharges occurred from this facility in 2018. There was one fecal coliform violation on

December 21, 2018. This was an isolated incident as the chlorine residual throughout the event was within normal operating levels, II
And all other sample results from the event were within SPDES limits.

The South Yonkers Screen House CSO facility has a SPDES permit limit for oil and grease discharges of 40 mg/| for total oil and grease,
15 mg/| for petroleum oil and grease and no visible sheen from oil and grease from the CSO discharges. No violations for SPDES
parameters occurred in 2018,

BMP 7 Control of Floatable and Settleable Solids



PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

8. Combined Sewer System Replacement  snvcrr 750-2.20)  [X] N/A

YES NO | N/A
(EPA NMC: None) /

In the past year, were any combined sewers designed or constructed that were not approved by DEC?

If yes, was the combined sewer replaced by separate sanitary and storm sewers to the greatest
extent possible?

If yes, were the separate sanitary and storm sewers designed and constructed simultaneously but
without interconnections to the maximum extent practicable?

Is the combined portion of the collection system completely identified on maps or GIS?

Are there any plans or current projects to separate combined sewers into sanitary and storm sewers?

IR
HINEL N EEE RN
O gl afo] o

Is there an approved engineering plan for this project?

In the past year, how many feet of combined sewer were separated? ft
In the upcoming year, how many feet of combined sewer are scheduled to be separated? ft
Are the sewer replacement projects on schedule? If no, describe below. [_ [_ [_

Overall, has the implementation of this BMP resulted in fewer overflow events and/or less volume .
discharged? Describe below. I'" |_ [_

The roads, catch basins and the combined sewer system collection system is owned, operated and maintained by the City
of Yonkers.

BMP 8 Combined Sewer System Replacement



PERMITTEENAME: Waestchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

| 9. Combined Sewer Extension s NYCRR 750-2.10() BLA
! (EPA NMC: None)

m
wn
2
(=]
£
b

| In the past year, were any combined sewers extended not using separate sewers?

| Were sanitary and storm sewers extensions designed and constructed simultaneously but without
interconnections?

Were any new sources of stormwater added to a separate sewer anywhere in the collection system?

"I separate sewers were extended from combined sewers, was it demonstrated that the sewerage system
had the ability to convey, and the treatment plant had the ability to adequately treat, the increased dry- |
weather flows? |

HEENIEnin
L1
MR AN I

If determined necessary by the Regional Water Engineer, was an assessment made of the effects of the
increased flow of sanitary sewage or industrial waste on the strength of CSOs and their frequency of
occurrence, including the impacts upon best usage of the receiving water?

Has a recent combined sewer extension resulted in increased discharge from a CSO?

Has a recent combined sewer extension resulted in increased flow to the POTW?
Describe any CS0 impacts below.

Is any development planned upstream of a combined sewer?

if yes, has a sewer extension plan been submitted for review and approval?

If the approval contained a flow credit requiring removal of I/, what was the requirement or
ratio?

A CHfEe fr e
B | A 1 A O L |

Does the plan include any flow retention structures?

I BV T T

Describe additional information here:

The roads, catch basins and the combined sewer system collection system is owned, operated and maintained by the City of Yonkers.

BMP 9 Combined Sewer Extension



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

10. Connection Prohibitions s wvcrr750-2.9(a)(5)  [X] N/A
YES | NO | N/A
(EPA NMC: None) /

In the past year, were any sewer connections approved, in spite of a notice from DEC to prohibit further
connections due to documented, recurrent instances of sewage backing up into houses or discharges of
raw sewage onto the ground surface from surcharging manholes?

-

Are new connections prohibited by the DEC? If no, skip to BMP 11,

Is this due to basement backups?

Is this due to surcharging manholes?

In the upcoming year, is any work planned to either increase capacity or reduce hydraulic loading ?
Describe below.

I R .
] [ |
NN .

BMP 10 Connection Prohibitions




PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

11. Septage and Hauled Waste 6 nycrRR750-2.7(f) and 2.8(a)(1) [Jn/a
(EPA NMC: None)

-
m
n
=
o

N/A

In the past year, has there been any discharge or release of septage or hauled waste into the collection
system upstream of a CSO?

Does the facility have authorization from DEC to accept hauled waste or septage at a location other than
the POTW? Describe below.

Are any of these locations upstream of a CSO?

Are there any agreements with haulers to accept waste at a location other than at the POTW?

S| 3| T Tk
O CHEy
1 O oy 4

In the past year, was any hauled waste or septage accepted at a location other than at the
POTW? |

[*Y
[
»
[
[f-]
o

What was the total volume received at locations other than the POTW? Year 2018 (Gallons) 13,

Is there a dedicated location to discharge septage at the POTW? g

_HL]

Are there restrictions on when the plant accepts hauled waste or septage?

) s

" Have there been any changes to the POTW's policy on septage and hauled waste in the past year? Are any |
changes needed or planned in the upcoming year?

If yes, describe additional information below:
Septage and hauled waste is permitted to be discharged and received at the existing Hawthorne Septage Receiving Station. All
disposal of septage and holding tank waste at the Hawthorne Receiving Station shall be suspended when the flow measured at the
North Yonkers Pumping Station reaches S0 million gallons per day (S0 mgd) and there is ongoing precipitation. Disposal at the
Hawthorne Receiving Station shall remain suspended during the entire combined sewer overflow {C50) event at the North Yonkers
Pumping Station. The discharge of septage and holding tank wastes at the Hawthorne Receiving Station may resume when either
condition below has been met.

a) Flow at the North Yonkers Pumping Station falls below 50 mgd and measurable precipitation has ceased.

b) A minimum of four {4) hours have elapsed since the occurrence of the CSO event.

The dedicated location to receive septage at the Yonkers Joint WWTP is the South Control Structure within the plant.

BMP 11 Septage & Hauled Waste



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

12. Control of Run-off swvcrr7s0-2.1¢)  [X] N/A
(EPA NMC: None)

-
m
wn
=
(o]

N/A

Is sediment in runoff from construction zones entering catch basins in the combined sewer system?

Is there adequate communication between the local municipal department that enforce local stormwater
codes and ordinances and the collection system staff regarding stormwater runoff?

Do the municipalities within the combined sewer system have adequate storm water pollution prevention
programs to reduce pollutants in stormwater?

Annual household hazardous waste collection

Autumn leaf collection

Lawn clippings

Christmas tree pickup

Roadkill deer composting

Fertilizer and pesticide management

Enforcement of litter laws

Public education programs on composting

Are any changes needed in the implementation of this BMP to reduce the number of CS0 events, the
volume discharged, or pollutants in the discharge? If yes, describe below.

I Y Y R Y (O I R

0 VO ] ) ] | L O O
S O O A A S O O

The roads, catch basins and the combined sewer system collection system is owned, operated and maintained by the City
of Yonkers.

BMP 12 Control of Runoff



PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

13. Public Notification swvcrr750-.22 [ n/a

(EPA NMC: Public Notification) vES

2
O

N/A

Have identification signs been installed and maintained at all CSO outfalls owned and operated by the
permittee?

Are all signs placed at or near the outfall?

Are the signs easily readable by the public?

Are the signs a minimum size of 18" by 24"?

Do the signs have white letters on a green background?

Do all the signs contain the following information:

SPDES permit number

Outfall number

Permittee name, contact name and phone number at business office or
NYSDEC Division of Water regional contact address and phone number

For waters that are Class B ar higher, is a public notification program implemented to inform citizens of
the location and occurrence of CSO events?

Does this program include a mechanism {public media broadcast, standing beach advisories,
newspaper natice, etc) to alert potential users of the receiving waters affected by CSOs?

Does this program include a system to determine the nature and duration of conditions that are
potentially harmful to users of these receiving waters due to CS0s?

Were there any problems in the past year with missing or damaged signs? Describe below.

Is there a written public natification plan?

Does the plan list all methods used to notify the public of CSO events?

Does the plan list outfalls where signs are posted?

NSRS TR S R G R H] B R R )| T
fE1 UL =Y | T 1 T 1 G
L Y | Y O I | O | O | i T o | D O

On May 1, 2013 the Sewage Pollution Right to Know Law took effect. The Law requires notification to NYSDEC within 2
hours and the Public within 4 hours of becoming aware of an illicit sewage discharge. The County has interpreted the law
to also include permitted discharges from the CSO treatment facilities at the North Yonkers Pumping Station and Yonkers
Joint WWTP. The Westchester County Department of Environmental Facilities makes notification through NY Alert as
required by the NYSDEC within the times required by the SPRTK Law.
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PERMITTEENAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY-0026689

14. Characterization and Monitoring 6 NvCRR 750-1.11(a), 2.5(a) and 2.7(g) [ N/A
o YES | NO | N/A
(EPA NMC: Monitoring)

If required in the permit, has the combined sewer system been characterized to determine the frequency
of overflows, and identify CSO impacts?

] T

Was a baseline sampling program established as part of the LTCP development?

Are all outfalls monitored during discharge events for:

SO A Tk
EIEIEI N nIEn

Flow Volume: MG/year r
Frequency: Times/year ]
Duration: Hours/year O

If all outfalls are not monitored, explain below how sufficient data is obtained to document the success of the
BMPs.

List locations of rain gauges or the source of data, below.

Has a Post Construction Modeling and Monitoring plan been submitted to the Department for review and
approval?

E:
Tl
]

Has the Department approved the Post Construction Modeling and Monitoring plan?

d | X

Has post construction monitoring and madeling of the receiving water begun? Attach results if r)(- I— I—
this has not already been provided.

Describe in details the status of Post Construction Monitoring Plan

In 2006, the County installed flow manitors in all CSO regulator outfalls that discharged to the Hudson River and began a program of
monitoring overflows and quantifying volume of overflows at the regulators. This five year flow monitoring program began in April,
2006 and concluded on March 31, 2011. Monthly reports with flow data for the entire month were submitted to the County for the
period ending on March 31, 2011 by its consultant. The County was able to use the data in our consultant’s reports to estimate
combined sewage flow during these events. We were then able to estimate the percent of flow captured in the Yonkers Joint
Treatment Plant, the North Yonkers Pump Station CSO Treatment Facility and the South Yonkers Screen House CSQ Treatment Facility
The reports provided the County with an estimate of the flow volume passing through the regulators. For the entire 5 year flow
monitoring period, it is estimated that the percent capture of combined sewage at the Yonkers Joint treatment plant and the CSO
Treatment Facilities was 98.1%.

In accordance with the Post-Construction Manitoring Plan the County completed a3 sampling program in 2007 to assess the impacts, if
any, of these CSO facilities. The Final Sampling Report was completed by the County and approved by NYSDEC on September 22, 2008
Based upon the results in the sampling report, it was concluded that the CSO discharges do not impact the CSO area and CSO program
is adequate to protect water quality. The sampling program is required to be performed once during a five year period as per the
SPDES Permit renewal of 2013. The sampling program was again performed in 2014. The Final Sampling Report was completed by
WCDEF and was submitted to NYSDEC on October 30, 2014.

Based upon the 2014 bacteriological sample results and the dissolved oxygen profiles, it can be concluded that water guality in the
Hudson River in the CSO area is not suffering long term impacts from the CSO discharges, and that the CSO program is adequate to
protect water guality. It was also further observed that the bacteriological and dissolved oxygen sample results were of the same
order of magnitude as the 2007 sample results.
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PERMITTEE NAME: Westchester County Department of Environmental Facilities SPDES PERMIT NO.: NY- 0026689

15. A | Report -2.1(i
nnual Rep 6NYCR{~? 750'2 1i) [] I\.IIA VES No | w/A
(EPA NMC: None; Required in LTCP permit)

Is this report being used to satisfy BMP 15, Annual report, and the BMP checklist? [X i [
Is existing documentation of implementation of the BMPs included? I’X' [— r
Is this annual report submitted by January 31 to the Regional Office and the Bureau of Water | [X' |_
Permits {Albany)?
Attach any additional information necessary to document the implementation of BMPs in the past
year or list plans for the upcoming year.
Overall, was implementation of the BMPs effective in controlling and minimizing CSO discharges? r)t [ |~
If no, list below any improvements needed that have not been described elsewhere.

The Yonkers Joint WWTP Plant SPDES Permit #NY0026689 lists the Annual Report as BMP#16, which requires submission
of the annual report by March 1* of each year to the Regional Office.
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SECTION D: GLOSSARY/ACRONYMS

For the purposes of this annual repart, the following terms and acronyms are described below:

Best Managemaent Practice (BMP): Permit condition used in place of or in conjunction with effluent limitations to prevent
or control the discharge of pollutants. May include schedule of activities, prohibition of practices, maintenance procedure,
or other management practice. BMPs may include, but are not limited to, treatment requirements, operating procedures,
or practices to control plant site runoff, spillage, leaks, sludge or waste disposal, or drainage from raw material storage.

Bypass: A discharge of wastewater, stormwater, or combination of both, around a treatment unit designed for the removal
of poliutants.

Catch Basin: A chamber usually built at the curbline of a street, which admits surface water for discharge into a storm drain
Collection System: A wastewater collection system which conveys sanitary wastewaters {(domestic, commercial and

industrial wastewaters) and stormwater through a single pipe to a publicly owned treatment works for treatment prior to
discharge to surface waters,

Combined Sewer: A sewer designed to carry wastewater and stormwater runoff.
Combined Sewer Overflows (CSO): A discharge of untreated wastewater from a combined sewer system at a point prior to
the headworks of a publicly owned treatment works. CSOs generally occur during wet weather (rainfall or

snowmelt). During periods of wet weather, these systems become overloaded, bypass treatment works, and
discharge directly to receiving waters.

Combined Sewer System [CSS): A wastewater collection system that conveys sanitary wastewaters and storm water
through a single pipe to a publicly owned treatment works for treatment prior to discharge to surface waters.

Demonstrative Regulatory Approach: Control approach where a permittee develops and implement an LTCP that meets the
state water guality standards. A permittee could develop an LTCP that would provide for attainment of water quality standar

ds, or it could use a total maximum daily load (TMDL} to demonstrate that water quality standards can be attained through a
combination of CSO controls and other controls.

EPA: Environmental Protection Agency
EQ Tank: Equalization Tank often used to smooth hydraulic peaks to a POTW or WWTP.
Fats Qil & Grease {FOG)

Geographic Information System (GIS): A computer-based tool for mapping and analyzing features in the environment. GIS

support a wide range of activities including water quality modeling, watershed planning, and wetlands permitting
and mitigation.

Gl; "Green" Infrastructure

Infiltration/tnflow {1/1): Rainwater, snowmelt, or groundwater flowing into separate sanitary or combined sewers, typically
introduced via connected roof downspouts and/or building footing drains or infiltrating into the pipe through cracks in the
pipe walls or joints.

This Period: Period covering the last 12 months from January to December.

Last Period: Activities covering the 12 calendar months prior to the end of the current period.
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Long Term Contrel Plan {LTCP):  An engineering document that characterizes and assesses CSO discharge to a receiving
waterbody. The goal of the Plan is to comply with the water quality standards of the receiving waterbody.

Million Gallons per Day (MGD): A unit of flow commonly used for wastewater discharges. One MGD is equivalent to 1.547
cubic feet per second.

Nine Minimum Controls (NMC) provide information on nine minimum technology-based controls that permittees are
expected to use to address CSO problems, without extensive engineering studies or significant construction costs, befare
long-term measures are taken.

NYSDEC: New State Department of Environmental Canservation {interchangeably uses as DEC)

Publicly Owned Treatment Works (POTW): Also commonly referred to as “treatment facility, WWTP (Wastewater
Treatment Plant)

SPDES Permit: State Pollutant Discharge Elimination System Permit. A permit issued by DEC, authorized under the federal
Clean Water Act, to discharge treated wastewater to waters of the United States.

Overflow Events: An event starts once an overflow starts from an outfall, and ends once the overflow stops and
the pumpback to treatment facility have ended.

Presumptive Approach: The presumption approach is based on the assumption that an LTCP that meets certain mintmum
defined performance criteria. The “presumption approach,” under which achievement of certain performance criteria {i.e.,
4-6 untreated overflow events or 85 percent by volume capture) would be presumed to provide an adequate level
of control to attain water quality standards

Raw Sewage: Untreated sanitary sewage.

Sanitary Sewer Overflow (S50): An untreated or partially treated sewage discharge from the sanitary sewer collection
system.

Separate Sewer (SS): A pipe or conduit intended to convey only sanitary sewage to a wastewater treatment facility.
SPDES: State Pollutant Discharge Elimination System

Sewer System: A public or privately owned wastewater collection facility designed and used to convey or treat sanitary
sewage or sanitary sewage and storm water. Sewer system does not include an on-site wastewater treatment
system serving one residential unit or duplex.

Supervisory Control And Data Acquisition {SCADA): A complex computer system that provides automatic control of
stormwater storage and overflows at various locations within the sewer system.

Volume Discharged: Total discharge volume for the event (in millions of gallons) from each CSO outfall within this reporting
period.

Volume Captured: Total discharge volume for the event {in millions of gallons) that were either captured via an offline
treatment facility before discharge or diverted to the WWTP for treatment.

WWOP: Wet Weather Operating Plan

Water Quality Standards (WQS): Regulations that establish the uses for which surface waters of the state are protected
and include numeric and narrative criteria to protect those uses,
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Appendix 1

Summary of Discharge Events
at
North Yonkers Pump Station
South Yonkers Screen House
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WESTCHESTER COUNTY
DEPARTMENT OF ENVIRONMENTAL FACLITES

DIVISION OF MAINTENANCE
Narth Yonkers Pumping Station
Combined Sew er Overflow Trealment Facility
Discharge Monitoring Report
2018 ANNUAL SUMMARY
Settieable Solids Oil & Flow Volume {Chiorine| Fecal Visual Visual Sodium
Dale TSS | Influent | Efluent [Grease| | influent | Efuent |Residual| Coliform Floatables | Oil Sheen] TPH Hypo.
(o) | (mi) (miny | (moA) (MGal) | (MGah | (mg/ | (Nos100m) (¥=1, N=0) § (=1, N=0) | (mg) (gal)
2/14/2018 3 0 0
100 3.0 15| 8.3 12.080] 2.850 34 6 oI oI 5.0 785
3/2/2018 3 0 0
37312018 80 24 1.3 61| [100.080 27.700 28 3 oI 0 5.0 6066
471612018 68 oI 0 ]
4172018 : 110 33 20| 140 59.020| 14.840 2.1 3 0 0 50 2520
8/11/2018] 430 PM 3 0 0
1030rM] 50| 65 3.0 2.3|0750 23.040| 3.880 3.5 EEETy 0 ol ED 1143
9/25/2018[ 12:00 PM] 33| 93 T 3 0 ol
sreerzoi8| 230 PM] 34 49 25 1.9]7750] | 143120 59.860 | 3 0 o T Eh 7117
10/3/2018] 12:00 AM 10 n' 0
8:30PM] s8] 61 27 1.8 778D 85.880| 18.120 35| 0 0 5.0 3628
1172672018 4:45 PM z 0 0
g15PM] 38| 65 3.2 20{7"85 15.350|  3.030 271 0 of 78D 874
12/21/2018]  4.00 AM o 0 oI
530AM] 20| 75 3.2 25|75 0 8.250] 2.080 3.1 o 0 5.0 280
127721/208]  7.00 AM 24600] o ol 0
12i222018]  5:45AM] 30 77 2.2 1.3|7 786 | 104.990| 33.390 2.9 3 0 0 5.0 4300
12/28/2018] 11:45 AM 3 ol DI
1245PM] 39| 43 a7 30| 92 §.210| 0.590 3. 0] N 0 0 6.9 180)
AVERAGE Foial: Total; Total. I Total:
MAXIMUM 84| 110 a7 30| 14.0[ o| 557.03] 166.45 38 24600| oI 0 6.9 ' 26893

NOTES Unless indicaled, all parameters are measured af the effluent discharge weir
Influent = Flow entering North Yonkers PS.
Bfent = Flow discharged to Hudson river
Shaded values are laboralory minimum deteclion imits. Actual value is less than this value.
A small number next to the Ol & Grease or Fecal Coliform resufl indicates a permit voitation

PERMT L8ATS: Odl & Grease =40 mg/L
Fecal Colilorm = 2400 No./00m
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WESTCHESTER COUNTY
DEPARTMENT OF ENVIRONMENTAL FACILITIES
DIVISION OF MAINTENANCE
South Yonkers Screen House
Combined Sewer Overflow Treatment Facility
Discharge Monitoring Report

Fecal Coliform = 2400 No./100ml

BMP 15 Annual Report

2018 ANNUAL SUMMARY
Settleable Solids Oil & Flow Chiorine | Fecal Visual
Date BOD TS5 Influent | Effiuent Grease influent | Efuent | Residual | Coliform | Floatabtes
{mall) {mg/l) {mil) (ml/) {mg/l) (MGal) | (MGal} {(mg/l}) | {No./100ml) | {Y=1, N=0)
2/11/2018 61 195 2.0 1.0 17.0 0.18 0.09 10.4 3 0
3/3/2018 58 33 0.0 0.0 8.0 8.72 an 8.0 3 0
4/16/2018 65 148 4.0 2.0 15.0 17.61 5.79 9.3 3 0
9/25 & 9/26/2018 75 167 4.0 0.1 27.0 27.36 9.18 8.1 104 0
12/21/2018 65 47 0.1 0.1 17.0 3.75 1.30 10.4 3 0
AVERAGE 65 118 2.0 0.6 16.8 Total:  [Total: 9.2 23 Total:
MAXIMUM 75 195 4.0 2.0 27.0 0| 57.62 20.07 10.4 104 0| 0
NOTES: Unless indicated, all parameters are measured at the effluent dischange weir.
Infiuent = Flow entering South Yonkers Screen House.
Effluent = Flow discharged to Hudson river.
Shaded values are laboratory minimum detection limits. Actual value is less than this value.
A small number next to the Oil & Grease or Fecal Coliform result indicates a pemit woilation.
* Value provided as guide. Sample hold time exceeded and cannot be used for reporing.
PERMIT LIMITS: Oil & Grease = 40 mg/L




Appendix 2

Location Map of C.S.0. Outfalls
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Westchester County
Department of Environmental Facilities

Location Map of CSO Outfalls
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Appendix 3

Location Map of Regulators and County Owned Sewers in
the CSO Area
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Appendix 4

Schedule of Video Inspection of County Trunk Sewers
in Combined Sewer Area

As part of the County's C.M.O.M. program, WCDEF has begun a schedule of video inspection of
all County owned trunk sewers in all Districts. These inspections will occur in an approximate 10
year cycle, and will include all County owned sewers within the Combined Sewer Area as well.
The County owned sewers within the Combined Sewer Area are listed below, with the estimated
date of video inspection.

County Sewer Name Pipe Length Pipe Size = Approximate Inspection Date

Central Yonkers 700 feet 207 Televised in 2009

South Yonkers 5,276 feet 21", 30" Televised in 2009
36“' 60"

North Yonkers 2,095 feet 48", 60" Televised May, 2007

Greystone Train Station &
Harriman Avenue and in 2010

North Yonkers 11,879 feet 60" thru 72" Year 2020
(CSO Area)
Saw Mill Tunnel 9560 feet 78" Televised in 2014
Saw Mill Tunnel 228 feet 48" Televised in 2014
Ent. Sewer
North Yonkers 2460 feet 20", 24" Televised in 2014
Alexander Street
Saw Mill/North Yonkers 935 feet Varies Infrared inspection, 2007, Visual
Muiti Channel inspection Year 2018.
Ashton Road 522 feet 12", 16", 30" Televised 2010
Hawthorne Ave. 473 feet 20", 42" Televised 2010
to Pier Street
South Yonkers C 481 feet 14" Televised in 2014
South Yonkers C 850 feet 14" Year 2020
South Yonkers D 665 feet 24" Televised in 2014
South Yonkers E 601 feet 12" Televised in 2014
South Yonkers F 268 feet 207 Televised in 2014
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To: Shohreh Karimipour, P.E, NYSDEC Region 3, Fax 914- 428-0323
Delroy Taylor, P.E,. WC health Department, Fax 914- 813-5158

SECLIUN Y
New York State Department of Environmental Conservation
‘ Division of Water
et i
- Report of Noncompliance Event

To: Shohreh Karimipour, P.E,, Regional Water Engineer, DEC Region 3

Report Type: ____$ Day ___ Permit Violation ___ Order Violation ___Anticipated Noncompliance __ Bypass/Overflow ___ Other

ECTION 2
SPDES #: NY-00L66 85 Facitity:__L 040w 2 S IVestchester County — DEF
Date of noncompliance: O7 /2% /& Location (Outfall, Treatment Unit, or Pump Station): FermpP SHTrmn
Description of noncompliance(s) and cause(s): /¥ L€ A< 14/ RowvdS WCLEF crosvw  ofSTRUSE
ATIA  Jerdgesite o sos FNE SFRSEP, RubBL N SRAFEY tuNe~ LY Tiof. A B
JECT 1o OF FelCE AN s ColRoJED Arl E REATD <~ L ok PAL,
AN ) (7 CACNE Feind]) 7o AN AOTICE~] xcoTalreny, — o JACAARSE 0 RS

Has event cnscd@No) If s0, when?w Was event due to plant apset? (Yes) @ SPDES mits vlulntcd?@ (No)
Start date, time of event:O7 (A1 /¥ obov @ (PM) End date, time of event: 07~ 11F /o 28 @P{PM)

Date, tirne oral notification made to DEC?GZ12 Y/ r &7 :317; @)} (PM) DEC Qfficial contacted: ___/1/ V 9§27
Immediate corrective actions:__ZgVEER FreciSd (N2 Jo /fff/’-ﬂf"‘ TAE $igrien  _pad

(TP THE o Elin st lCEaCy  CorTAOCIN. CQelFD  ,u Jo ALELL._1PIHE.
QfERFenv FIaEY A7 foHT A Luinf) STHT?7 QUACK ons -t~ A7 Lloo P,

Preventive (long term) corrective actions:__ /4 cMTA] WU ASsa eSO Jo RSPLACE  JHE
Forcs  sag~ (Ks§mt/G TRS g O mam ar A4 Bk vl we 42 E
COoRRGA Y QAR ChalTR UcTIH]

SECTION 3

Bypass amount: Was prior DEE authorization ietied Galbis evedfs (Yes} o)

DEC Official coatacted: _ Datz of DEC apgrovwale 4 ' #

Decribe event In " Description af noscompliance aod eause” area i Seciion-2.. Dnhﬁtﬁes&.ﬂ:: ciid fatesand times fir Section. 2 dfso.

SECTION 4
Facility Representative: AMeiis L J- Fa% 23 Title: ﬁﬁe . /4 ‘““?5"'4"40319.: 09:"4 ! & G"f

Phone #: (7’5’ ]ﬁ-? _S-V‘/? Fax#:(?/d/l H-Z- jré/@

1 Certify under penalry af low that this document and il ettachments were

peepared under my direction or supervision in aceordance with a system designed

t assurc that qualified personnel property gather 1nd evaitte the information M
submited. Based on my inquiry of the persaon or persons who tmanage the systom, x

or those peryons direstly responsible for gatheting the information, the information
submitied i, io the best of my knowledge and belief, truc, tccurate, and complee, Signanre ot‘Pmc!pn.l

[ am aware that thers are significant pemalties for submitring Eilye information, Oficer or Authorized Agent
including the possibility of fine and imprisoament for knawing viclations.




MENA GEcaef F4
TO: NYSDEC —$hoheah-Karimvipow—PE— FAX 428-0323
SELTION ] WCHD - Dclroy Taylor, P.E. FAX B813-5158

New York State Department of Envirenmental Conservation
Division of Water

e Report of Noncompliance Event

To: DEC Water Contact  /1E07VR (5 cﬂﬂ-f‘ L&,

DEC Region: ‘?
Report Type: 5 Doy ﬁm}: Violation ___ Order Violntion — Anticipated Nancompliance “_g(}pm.rlamﬁow — Other

SECTION 2 SPRTK #

SPOES #:NY- 02 X 6C8T Facility: __ VORI YomkeTlS LUl CTATI vV

Date of noncompliance: // Jo /& Location (Outfall, Treatment Unit, or Pump Statien): Pl desi R YL @

Description of noncomplinnce(s) and cause(s): S5 4L tvqgrs 7wk $ IO FAIEED Cavdirvg gie poipl
7o_Jtr ggeont. 98B0 ocio gomnme ooqr __OHCIRREE) TRoveN FNE CJo
LACLIT g | RECTo NG  LPARIAL TGP magovt A~D Oifrarsc Taery J£z"
AP C it L Tor b
Has evenl cmud’@ {No) 1fso, when? Sahsre” 00'1 Was event due ta plang upset? (Yes) @) SPDES limiis vlolalcd?@))[h:n)

Start date, time ofevent: /1 5¢ /& o/ 70 (EMP(PM) End date, time of cvent: 1t 13C1 /8, Q070 GMYPM)

Date, time vt notilication made 10 DEC? /7 Jen /8 O6.02 (@(PM) DEC ORicial contactod: /V?A CERT
Immediate corrective actions:  /2EF R T RESA ey grf el e ARLT

QUERRLE  HE (6l THAT COulED &€ SALT oy

7o

Preventive (long ferm) corrective actions: TS 1 on I rEATEY s emuT

SECTION 3

[Complets this section if event was g bypass:

Bypass antouql. Was prior DEC eutharization received fur this cvent? {Yes) {Nu)

DEC Official contacted Date of DEC approval ! /

Describe event in "Description of noncompliance and cause™

SECTION 4

area in Section 2. Delail the start and ead dates and times in Section 2 also,

Facility Representative: /7/040&L J FICELLs, PETille: R, AW “TLAAAGE Date: / /130, /8
Phone#: (774 ) F13 .{44S Faxit( 97y FI3 . 5966

& Certsfy under penalry of law that bus document and ofl attachments were
prepared under my daection of supervision in accordence witha system designed

ta assure that qualified persanned properly gather and evaluate the Informatian
subrmined Based on my inquiny of the person or persons who mamage the sysiem. x /
af those persons direcily responsible for gathering the mformation the miormation

submitzd 15, ta the best of my knowledge and behef, inwe, accurate and complele Signature of Principal Exceuive
Vam awue that there are signtficant perattics for submitiing fatse information Officer or Authorized Agent
mctuding the pussibiday of fine and imprsonment fir knowing violations




North Yonkers Pump Station
Noncompliance Event Detail Timeline
November 30, 2018

At 3:38 am on November 30, 2018 all pumps at the North Yonkers Pump Station failed, and the

operator on duty was unable to reset the system. [t was found that a faulty tank sensor on the seal
Water system sent a low water alarm which prevented the pumps from operating. DEF personnel
were able to override this alarm signal, and the station went back online at 5:03 am.

During this time, the Combined Sewer Overflow Treatment Facilities activated normally
providing partial treatment with disinfection. The discharge began at 4:30 am and ended at 5:10
am (7 minutes after the station went back onlinc). 980,000 gallons were discharged to the
Hudson River. A notification (NYALERT) was issued at 6:02 am.

Sampling was not performed during this event, as all available personnel were occupied getting
the station operational. Additional personnel arrived after the event had ended.



ATLIEAY  (Cer20-F.

TO: NYSDEC —5hohretriéerimipour, P.E. FAX 428-0323
SECTION |, WCHD - Delroy Taylor, P.E, FAX B13-5158
New York State Department of Envirommental Conservation
- Division of Water
g Report of Noncompliance Event \
To: DEC Water Contact _sMETVRG  G-EaRG-E Lo DEC Region: 3
Report Type: ___ 5 Day __%m Vialation ___ Onder Violation ___ Anticipated Noncompliance ___ Bypass/Overfiow  ___ Ouher

— SPRTK #

SPOES #:NY-COLCGE G Facility: MIRTH Y] CSC  TRCATHALsd Ralr o7 ¢

Date of noncompliance: /& 2/ /& Location (Quifall, Treatment Unit, or Pump Station):  &.$0 74907"?'62’(' Kacre Tty
Description of nancomplinnce(s) and cause(s): FE&7CAE. Coc # Fe A 4Ffa£_T FRaty ot B 6/ Lyt S
(e 7 COU PER 1eO il |l miis 2EL10URE OF TN Candfl & nal 3.0 .»g—/g_,
R otwin 3 frcge JonPldl wwsRf 3 g s il R £EK  powg S
Clrcpines _RLESI00S RANGED BE7efeins 2.2 oD 3.C A/ e

Has cvcnlcmsed@do} 1750, when? 2”{' O Was cvent due to plant upset? (Yes) @) SPDES limits vloht:d@ﬁf)

Start date, time of event: /2 12/ /5 , o750l @(PM) End date, timc of event: /-r"kz/l/g. o7 QU @(PM}

Date, time oral nutification made 1o DEC? 22 272118 10041 @(p}m DEC Official contacted; LA Ly €
Immediate corrective actions;  A/GA — ﬂff LTS ARE SV PN LI RIE Ly A e A3¢E .
7

Preventive (long term) corrective actions: 7200 )¢ gt ICee B80T 1~vEn] el - QU e T
benr CROERTIIVG VRt &G For1pt G Al G7TAC NEL,
7

SECTION 3

[Compicic this section il event was a &

Bypass amount. Was prior DEC nuthorization received for this event?  (Yes) (No)

DEC Oficinl contacted:

Doe of DEC approval: i !

Describe event in "Description of noncompliance and cause” area Jn Section 2. Detoil the start and end dates and times in Scetion 2 also.
SECTION 4

Facility Representative: ~c#% £ 7. FACGE L, A2 Title:_gA. /AT s g S Date: /21271 /f
Phone#: (/Y V673 . SH5T  raxi (/7 15 - YK 6

I Ceruly under pensity of law that this document and olt anachments were

prepared undey my diechion or supervision i secordance with o system designed

to assure thay quatiflied personncd property gather and evalimte the informalian

submitied Based on my wquiny of the person or persons who manage the system x
o those persons duectly responsible for gathesing the nformation the mfarmaton

submutied 1, to the best of nty knowledge and belief, tue, occurate and complete Sigrature of Frmeipal Executive

Lam aware that there are significamt penalties for submitiing false mformanon Oficer or Authonized Agent
ncluding the pusiblity of fine and tmprisonnient for knowing violaliens




b WESTCHESTER COUNTY DEF EnvMS

M" "™ _NORTH YONKERS PUMP STATION

OVERFLOW EVENT AND TEST REPORT

NY-LOG
DATE (' 2-20- /5
START TIME 3. 3o GAMPM
END TIME §:30 &orm
EVENT DURATION e e T
OPERATOR =TI
PUMPING RATE 7 ¢) M.G.D.
PUMPED VOLUME 16 M.G.
OVERFLOW VOLUME 2.09 M.G.
COMBINED EVENT TOTAL 2, 25 M.G.

TEST RESULTS

SETTLEABLE SOLIDS MG/L

TIME _ 7. ' 00 A, M-

INFSsMaL J. 6

EFFSS maiL S O
RESIDUAL MG/L_Zr &
TIME ¢/ 32 2. M.
INFSSymGL 3. €
LFtsSMmarn, 84 0
RESIDUAL MG 3.0
rve S oo A, A

-3
INFSS MG/l 3 - <
;

FSSMGL o2

X NID 3

epteniber 1o, i

TIME S /3

HYPO USED
[ INCH =49.7 GALS

HYPO USED
2 5O GALS

CHLORINE RESIDUAL MG/L

ﬁ:M'

INFSSMGL 2+ 7

EFF SS MG/L o2

» O

RESIDUAL MG L 3. &

TIME
INFSS MG I
EFF SS MG
RESIDUAL M |
(BRY;
INFSS MG L

FF 5SS \C

TSI

TIME
INF S5 MG/L
EFFSS MG |

RESIDUAL MG
TIME

INF SS MG
EFFSS M
RESIDU AL N

[IME

INFSSMGT

EFFSS MG

RIESIDE




Sample No.AU27193

REPORT OF ANALYSIS

Wastchester County Department of Labs and Research

10 Dana Road Valhalla, New York 10595

Sample Location:  North Yonkers Pumping Station

19 Alexander Street

Yonkers, New York 10701
Collection Paint: CSOEVENT
1D of Source :

Agency : North Yonkers Pumping Station

Received By : VA
Botile No : 3013M

Collected By : TYTLAR
Collsction Date : 12/21/2018 AT 4.00'00AM
Submitied On : 12/21/2018 AT 8:55 00AM

270 Narth Avenue FWS No. . 000
New Rochelle, NY 10801 Trpo Daggriptor SourceD::
Attn: Mike Facelle iy
Fres CI2: Residual CI2:
Sample chllled on arrival 7: YES
add{'l Report To : Somple Type: NP_CSQ
Comment :GRAB
Test Description Units Results Qualifier Method
Date/Time Set 122172018 AT 10 27.00AM
Fecal Coliform, Membrane per 100mls <3 SM20 9222D
|E = Estimated Count
Approvad By Michele Matos QA Officar Date Appraoved : 1212412018
Environmental Laboratories EMAIL Original 12r24/2018
NYS ELAP # 10108 Page1of t
(914) 231-1620

These analytical results relate only lo the sample idantified in this repon



Sample No.AU27195

REPORT OF ANALYSIS

Wastchestar County Dapartment of Labs and Research 10 Dana Road Valhalla, New York 90595

Sample Location :

Collection Point:

North Yonkers Pumping Stalion
19 Alexander Street
Yonkers, New York 10701

CSO EVENT

Received By : VA
Bottle No : 3588M

Collected By : TYTLAR

ID of Sourca : Collection Date : 12/21/2018 AT 5 30 GOAM
Agency : North Yankers Pumping Station s"b"::t:sd ND & 12212018 AT Bi54:00AM
270 North Avenue O
New Rochelle. NY 10801 Type Descripior : Source IO : 000
Attn Mike Facelle PH:
Frae Ci2: Resldual CI2
Sampls chilled on arrival 7: YES
addt'l Report Jo : Samplo Type : NP_CSO
Comment :GRAB
Test Description Units Resulls Quunlifier Meihod
Date/Time Set 1212172018 AT 10 27 00AM
Fecal Coliform, Membrane per 100mis <3 SM20 92220
|E = Estimated Count |
Approved By Michele Matos QA Officer Data Appravad : 12/24/2018
Environmental Laboratorles EMAIL Original 12/24/2018
NYS ELAP # 10108 Page 10of 1
{914) 231-1620

These analytical resuils ralate only fo the sampla identified in this report,



Wity

WESTCHESTER COUNTY DEF EnvMS
NORTH YONKERS PUMP STATION

OVERFLOW EVENT AND TEST REPORT

NY-LOG

DATE (2-2//¥ 7o f2-22-F
START TIME £ 30 CaMiPM
END TIME LA AMPM
EVENT DURATION 23 Howrs 15 mpriled
OPERATOR ot r ] S S 4
PUMPING RATE 2 <) M.G.D.
PUMPED VOLUME 740,40 M.G.
OVERFLOW VOLUME 75,39 M.G.
COMBINEDEVENTTOTAL | /0¢) 94 M.G.

HYPO USED
1 INCH = 49.7 GALS

HYPO USED
¥, 309  GALS

SETTLEABLE

TEST RESULTS

SOLIDS MG/L

CHLORINE RESIDUAL MGHL.

TIME_Z/00 A.m.-

INFSSMa, 2. %

EFFSS MGIL 20

RESIDUAL MG'L_T, O

TIME _ 5,30 _A./m)»
INFSSMGL 2.5
EFFssMmgL [/ ©

q
RESIDUAL MG L S« ¢

TIME _7, 30 4/

2§
2.0

INF S8 MGL
FFFSS MG
RESIDUAL MG F. 7
NME 790 A
2. 5
/L

-2
RESIDU AL MG Jr P

INFSS MG L

EFFSS MG L

Fodeot ¢ D te wire s mer o

[ME _ 2700 4,

INFSSMGL o2 S
EFF SS \G %

RESIDUAL MGIL 2, G

NNVE__ 930 A,
INFSSMGL o2 7
grrssagy [ ©
RSN AL MG 220 )

[FILY]

TIME /0,00 4,49,

2.4

EFFSSMGL 7+ 2

INF S5 MGrL

RESIDUAL MG I o4 ¥
NMeE _s2. 3¢ A.M,
INFSSVG L o2 S
/0
RESIDLAL MG &2 &
NME /00 2,/

INFSSMGL 27 of
/.0

FEF SS MG

FFFSS G

-3
RESIDUAL M| 5.0



Bl

WESTCHESTER COUNTY DEF EnvMS
NORTH YONKERS PUMP STATION

OVERFLOW EVENT AND TEST REPORT

NY-LOG

DATE 2/-1F -92-
START TIME /Z 2; ; L JQA; : M HYPO USED

- 1 INCH =49.7 GALS
END TIME e AMJPm
EVENT DURATION Lonrs L5 optnutes
OPERATOR Tothar [ Snrsi, HYPO USED
PUMPING RATE 24 M.G.D. %399 GALS
PUMPED VOLUME /.60 M.G.
OVERFLOW VOLUME 73.39 M.G.
COMBINED EVENTTOTAL | /<), 99 M.G.

SETTLEABLE SOLIDS MG/L

TEST RESULTS

CHLORINE RESIDUAL MG/L

TIME 5,00 5 A

INFSS MG/IL 2. <
/. O

EFF SS MG/L

]
RESIDUALMGIL_5-C -

TIME_3. oo A,/ .

INFSSMG/L 7+ S

eFFssmaiL (O

RESIDUAL MG/L o7+ 7

TIME

INF §§ MG/L

EFF §8 MG/L

RESIDUAL MG/L

TIME 7,00 /A~ m,

L9
/;0

INF SS MG/L

EFF 58S MG/L

RESIDUAL MG/l o2, B8

TIME S <7 A0

wEssmeL £. S

EFF SSMG/L &/ 5

RESIDUAL MG/L <2+

TIME

INF SS MG/L

EFF SS MG/'L

RESIDUAL MG'L

TIME _ //200 ZLMA.
NFssmgL /0 ¥
EFFSSMaL /1 ©

RESIDUAL MG/L o2 &

TIME

INF 55 MG/L

EFF SS MG/L

RESIDUAL MG/L

TIME

INF SS MG/L

EFF SS MG/L

RESIDUAL MG L

Etlective Date: September 16, 2009



Sample No.AU27197

REPORT OF ANALYSIS

Waestchester County Departiment of Labs and Research

10 Dana Road Valhalla, New York 10595

Sample Location:  North Yonkers Pumping Station
19 Alexander Streat
Yonkers, New York 10701

Collection Point: CSO EVENT

ID of Source :

Agency : Norlh Yonkers Pumping Station
270 North Avenue
New Rochelle, NY 10801
Attn: Mike Facelle

Recelved By : VA
Bottle No: 3310M

Collectad By : TYTLAR
Collection Date : 12/21/2018 AT 7.00.00AM
Submitted On : 12/21/2018 AT 853 00AM

PWS No. ;
Type Descriptor: Source ID; 000
pH:
Fras CI2: Residusl CI2:

Sampje chilled on arrival 7: YES

addt'l Report To : Samplo Type : NP_CSO
Comment ;:GRAB
Test Deseription Units Results Qualifier Method

Date/Time Set 12/21/2018 AT 10°27.00AM

Facal Coliform, Membrane per 100mis 24600 E SM20 52220
[E = Eslimated Count |
Approved By Michele Matos QA Officer Date Approved : 1212412018
Environmental Laberatories EMAIL Original 12/24/2018
NYS ELAP # 10108 Page 1 of 1
{914) 231-1820

Thase analytical resulls relate only fo the sample identified in this report.



Sample No.AU27260

REPORT OF ANALYSIS

Wastchester County Department of Labs and Research 10 Dana Road Vathalla, New York 10595

Sample Location ;  North Yonkers Pumping Station
19 Alexander Street
Yonkars, New York 10701

Received By : CR VA
Bottle No: 7280M

Collection Point : Collectad By : SMITH

ID of Source : Collection Data : 12/22/2018 AT 5 45 00AM
Agency : Norih Yonkers Fumping Station SuhmPl:l:; On E 122212018 AT 1020 00AM
270 North Avenue No. :
New Rochelle, NY 10801 Type Descriplor : Source ID : 000
Atin: Mike Facelle pH:

Frea CI2: Resldual GI2:
Sample ehilled on arrival 7: YES
Sample Type : NP_CS0
Comment :GRAB CSO EVENT

addt'| Report To :

Test Description

Linéts Resulis Qualifier Method
Date/Time Set 12/222018 AT 11.18 00AM
Fecal Caoliform. Membrane per 100mis 3 E SM20 92220

|E = Estimated Count

Approved By Michele Matos QA Officer Date Approved : 1272412018

Environmanial Laboratorias EMAIL Original 12/24/2018
NYS ELAP # 10108

Page 10f1
[334) 2311629 These analylical resulls relate only io the sample identified in this report



